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Analogy™ Series C2M 4-Leg Chair 
 
Description: Virco’s Analogy™ C2M 4-Leg 
Chair offers the ultimate choice in active, 
flexible seating with its unique, patented 
mode selector. In active mode, the C2M Chair 
allows controlled 360-degree movement with 
air coils that flex and compress as you move 
from side-to-side or back-and-forth, letting 
students shift and adjust to their most 
comfortable position. When conventional 
seating is more appropriate, a simple twist 
transforms the chair into an ergonomic, fixed 
position.  
 
Plastic Chair Seat: The unit shall have a 
one-piece injection-molded polypropylene 
plastic shell that features a waterfall front 
edge to help promote good circulation and a 
wide, spacious seat for long-lasting comfort. 
Color shall be evenly dispersed through the 
plastic for a clean and fresh appearance.  
Both sides of the shell shall be textured and 
have an attractive handhold in the upper 
portion of the back with smooth edges for 
ease of carrying of chairs. The seat shall have 
contoured wrap-around flexible ribs, which 
are dynamically tuned to allow the upper back 
to flex more easily than the lower sections, a 
key to combing comfort with support. The 
seat shall be permanently attached to a 12-
gauge attachment plate with six steel rivets 
beneath the seat, eliminating traditional holes 
and rivets in the seating surface. 
 
 
 
 
 
 
 
 
 

Frame: Featuring the durable, supportive 
steel-frame structure of a 4-Leg Chair, the 
frame’s legs shall be formed from 1” diameter 
x 17-gauge tubular steel and shall be joined 
by one 7-gauge steel bracket with a 
continuous weld at all four connection areas. 
Within the steel bracket, sits the mode 
selector, four air coils and upper and lower 
attachment plates. The four air coils are 
suspended between the one upper and one 
lower plate. Each air coil has one shoulder 
bolt that goes through the base of the lower 
plate, thru the air coil and attaches to the 
upper plate and frame. The upper and lower 
plate house the mode selector and made of 
injection-molded polypropylene.  
 
Air Coils: The four air coils are made of 
nitrile rubber. As a user sits in the chair, the 
air coils provide controlled 360-degree 
movement in all directions; front-to-back, 
side-to-side and in-between, letting the user 
shift and adjust to their most comfortable 
sitting position. 
 
Mode Selector: The patented mode 
selector allows the user to choose between 
active seating or traditional, fixed seating with 
a simple twist of the mode selector. 
Comprised of a wedge block located between 
the upper and lower plates, as the mode 
selector turns it wedges the wedge block in-
between the upper and lower plates to limit 
movement. As it is turned the other way, the 
wedge block is released and allows for active, 
flex seating. The mode selector shall be made 
of injection-molded polypropylene. Located 
underneath the chair, the mode selector is 
centered between the upper and lower plates. 
The mode selector shall be available only in 
Virco’s Graphite Color.  
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Analogy™ Series C2M 4-Leg Chair 
 
Glides: Each chair shall have four inside-
holding nylon-base swivel glides, each of 
which include decorative sleeve that helps 
protect the leg swivel mechanism. Glide 
sleeves shall be available only in Virco’s 
Graphite color.  
 
Glide Options: Optional steel-base and felt-
base glides shall be available. For steel-base 
glides, add SG to the end of the model 
number; for felt-base glides, add FG to the 
end of the model number. Glide sleeves shall 
be available only in Virco’s Graphite color.  
 
Metal Finish: The chair’s metal surfaces 
shall be available chromed or with a powder 
coat finish.   
 
Dimensions:   
ANC2M15 
Seat Ht:  
15-3/8” 
Overall Dimensions:  
17-3/8” W x 16-5/8” D x 27-1/4” H 
 
ANC2M18 
Approximate Seat Ht:  
18-3/8” 
Overall Dimensions:  
20-3/8” x 19-1/2” D x 31-7/8” H 
 
 


